Viabizzuno strada principale della frazione
di bizzuno in provincia di ravenna dove fra la casa
del popolo e la parrocchia, al n°17, sono nato il
ventuno luglio millenovecentocinquantacinque. da
qui nasce il nome della fabbrica di produzione
fondata nel millenovecentonovantaquatiro
rappresentata da uno spazio bianco affraversato da

due linee. una verticale, rigorosa, pulita, equilibrata:

la luce per la luce; ed una inclinata, irriverente nello
spazio, ironica, fuori dagli schemi: la luce per la
forma. distinte ma complementari si fondono in un
unico nome: Viabizzuno.

Viabizzuno is the name of the main road of
the small village bizzuno located in the province of
ravenna, where | was born on the 21 07 1955 at
n°17, between the ‘casa del popolo’ and the local
parish church. from here the name of the factory
founded in nineteen ninety-four represented by a
white space intersected by two lines. one vertical,
well balanced, logical, clean: the light for the light.
the other one dynamic, irreverent, ironic: the light for
the form. separate and yet complementary they cast
in the same name: Viabizzuno. mario nanni
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apparecchio di illuminazione a sespensione per interni IP20.

realizzato con profili calandrati in oftone naturale di sezione 10x10mm di forma cilindrica
o ellittica di diverse dimensioni distanziati fra loro da anelli in ottone diametro ©280mm con
lenti biconcave.

all’interno dell’apparecchio di illuminazione sono installati due profili di ottone di sezione
10x3mm che creano un binario eletirificato per alimentare le sorgenti eletironiche 2700K
Ra95 a luce diffusa, completi di tige di diverse altezze, di supporto al diffusore in cristallo
frasparente per creare effetti di luce suggestivi.

modelli:

da ma sospensione 18 lenti su 4 file, diametro @430mm h.330mm, 8x2,5W,

da ma sospensione 32 lenti su 6 file, diametro @760mm h.490mm, 14x2,5W,

da ma sospensione 66 lenti su 8 file, diametro @1520mm h.650mm, 32x2,5W,

da ma sospensione 64 lenti su 4 file, ellittica 2100x380mm h.330mm, 32x2,5W,

da ma sospensione 60 lenti su 6 file, ellittica 1760x760mm h.499mm, 32x2,5W.
disponibili con rosone e alimentatore integrato oppure con rosone incasso o soffitto con
alimentatore remoto.

kit di fissaggio a sospensione incluso.

finiture: oftone naturale

personalizza la tua luce vai su Viabizzuno.com

IP20 rated suspension light fitting for indoor use.

made of natural brass calendered profiles of different sizes with a section of 10x10mm
and a cylindrical or elliptical shape, separated by diameter @80mm brass rings with
biconcave lenses.

the light fitting contains two brass profiles with 10x3mm section, which create an
electrified track to power the 2700K Ra95 electronic sources for diffused light, equipped
with rods of different heights supporting the transparent crystal diffuser to create
evocative lighting effects.

versions:

da ma sospensione 18 lenses on 4 rows, diameter @430mm h.330mm, 8x2.5W,

da ma sospensione 32 lenses on 6 rows, diameter @760mm h.490mm, 14x2.5W,

da ma sospensione 66 lenses on 8 rows, diameter @1520mm h.650mm, 32x2.5W,

da ma sospensione 64 lenses on 4 rows, elliptical 2100x380mm h.330mm, 32x2.5W,
da ma sospensione 60 lenses on 6 rows, elliptical 17760x760mm h.499mm, 32x2.5W.
available with rose and power supply included or with recessed or ceiling rose suitable for
remote power supply kit for suspended installation included.

finishes: natural brass

customize your light visit Viabizzuno.com
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natural brass with biconcave lenses
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